Direct-Set Half Circles (DSHCT)

Rough Opening Size
Ordering Code in Inches [mm] Stacks Above
C11-24
CPIC11-24
24 24 x 12-1/4 [610 x 311] A11-24
T11-24
C11-30
CPIC11-30
30 30 x 15-1/4 [762 x 387] A11-30
T11-30
C11-32
32 32 x 16-1/4 [813 x 413] CPIC11-32
T11-32
C11-36 T11-36
C21-18 T21-18
36 36 x 18-1/4 [914 x 464] CPICT1.36 TRICIT.36
A11-36 S11-36
CPIC11-42 TPIC11-42
42 42 x 21-1/4 [1067 x 540] A11-42 S11-42
T11-42
C21-24 T21-24
48 48 x 24-1/4 [1219 x 616] CF;I$11_14_§18 TPISC{!ITZEB
A21-24
C31-18 T31-18
54 54 x 27-1/4 [1372 x 692] CPIC11-54 TPIC11-54
A11-54 S11-54
C21-30 T21-30
60 60 x 30-1/4 [1524 x 768] CF;I$11_16_060 TPIS(;I’!I':%O
A21-30
C21-32
64 64 x 32-1/4 [1626 x 819] T21-32
C21-36 A31-24
C31-24 T21-36
72 72 x 36-1/4 [1829 x 921] C41-18 T31-24
CPIC11-72 TPIC11-72
A21-36 S11-72
84 84 x 42-1/4 2134 x 1073] rale TPIC31 24-36-24
C31-30 CPIC31 24-42-24
90 90 x 45-1/4 [2286 x 1149] A31-30 TPIC31 24-42-24
131-30
C31-32 CPIC31 24-48-24
9 96 x 48-1/4 [2438 x 1226] o1 TPIC31 24-48-24
T31-32

T DSHC is the callout for a Direct-Set Half Circle.
e Jamb Size = Rough opening size minus 1/2" [13mm] in width and minus 1/2" [13mm] in height

¢ The daylight opening of the direct-set half circle will not align with the daylight opening of the
casement, awning, double-hung tilt or double-slider window. It will, however, align with casement or
double-hung tilt picture centers.
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This information is subject to change without notice. For more information contact Architectural Services at 1-800-538-8836.
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Direct-Set Quarter Circles (DSQCY)

Rough Opening Size
Ordering Code in Inches [mm] Stacks Above
C11-18

18 18 x 18 [457 x 457] CPIC11-18
T11-18

C11-24
CPIC11-24
A11-24
T11-24

C11-30
CPIC11-30
A11-30
T11-30

C11-32
32 32 x32 [813 x 813] CPIC11-32
T11-32

C11-36
C21-18
CPIC11-36
A11-36
T11-36
T21-18
TPIC11-36
S11-36

CPIC11-42
A11-42

42 42 x 42 [1067 x 1067] T11-42

TPIC11-42
S11-42

24 24 x 24 [610 x 610]

30 30 x 30 [762 x 762]

36 36 x 36 [914 x 914]

T DSQC is the callout for a Direct-Set Quarter Circle.
e Jamb Size = Rough opening size minus 1/2" [13mm] in width and minus 1/2" [13mm] in height

¢ The daylight opening of the direct-set quarter circle will not align with the daylight opening of the
casement, awning, double-hung tilt or double-slider window. It will, however, align with casement or
double-hung tilt picture centers.
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This information is subject to change without notice. For more information contact Architectural Services at 1-800-538-8836.
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Direct-Set Half Circles with Extended Legs (DSHCEL')

Size in Inches [mm]
Ordering Code / Rough Opening Rough Opening Jamb
Rough Opening Radius Jamb Radius Short Leg Height Short Leg Height Stacks Above
30 x 39 [762 x 991] 15 [381] 14-3/4 [375] 24 [610] 23-3/4 [603]
30 x 51 [762 x 1295] 15 [381] 14-3/4 [375] 36 [914] 35-3/4 [908] C1130
30 x 63 [762 x 1600] 15 [381] 14-3/4 [375] 48[1219] Iz i _‘§8
30 x 75 [762 x 1905] 15 [381] 14-3/4 [375] 60 [1524] 59-3/4 [1518] CPIC11-30
30 x 87 [762 x 2210] 15 [381] 14-3/4 [375] 72 [1829] 71-3/4 [1822]
32 x 40 [813 x 1016] 16 [406] 15-3/4 [400] 24 [610] 23-3/4 [603]
32 x 52 [813 x 1321] 16 [406] 15-3/4 [400] 36 [914] 35-3/4 [908]
32 x 64 [813 x 1626] 16 [406] 15-3/4 [400] 48 [1219] 47-3/4[1213] ﬂ : §§
32 x 76 [813 x 1930] 16 [406] 15-3/4 [400] 60 [1524] 59-3/4 [1518] cPic-32
32 x 88 [813 x 2235] 16 [406] 15-3/4 [400] 72 [1829] 71-3/4 [1822]
36 x 42 [914 x 1067] 18 [457] 17-3/4 [451] 24 [610] 23-3/4 [603] C11-36
36 x 54 [914 x 1372] 18 [457] 17-3/4 [451] 36 [914] 35-3/4 [908] CF?%{J 83 .
36 x 66 [914 x 1676] 18 [457] 17-3/4 [451] 48 [1219] 47-3/4 [1213] #H_—g:
36 x 78 [914 x 1981] 18 [457] 17-3/4 [451] 60 [1524] 59-3/4 [1518] T21-18
TPIC11-36
36 x 90 [914 x 2286] 18 [457] 17-3/4 [451] 72 [1829] 71-3/4 [1822] $11-36
42 x 45 [1067 x 1143] 21[533] 20-3/4 [527] 24 [610] 23-3/4 [603]
42 x 57 [1067 x 1448] 21 [533] 20-3/4 [527] 36 [914] 35-3/4 [908] CPIC11-42
42 x 69 [1067 x 1753] 21 [533] 20-3/4 [527] 48 [1219] 47-3/4[1213] ?1 : jﬁ
42 x 81 [1067 x 2057] 21 [533] 20-3/4 [527] 60 [1524] 59-3/4 [1518] TPS'1C11_]1'242
42 x 93 [1067 x 2362] 21[533] 20-3/4 [527] 72 [1829] 71-3/4 [1822]
48 x 48 [1219 x 1219] 24 [610] 23-3/4 [603] 24[610] 23-3/4 [603]
48 x 60 [1219 x 1524] 24 [610] 23-3/4 [603] 36 [914] 35-3/4 [908] cﬁ?{f .‘1:13
48 x 72 [1219 x 1829] 24 [610] 23-3/4 [603] 48 [1219] 47-3/4[1213] ﬁ;l:gi
48 x 84 [1219 x 2134] 24 [610] 23-3/4 [603] 60 [1524] 59-3/4 [1518] T};I-I%Z11-12j18
48 x 96 [1219 x 2438] 24 [610] 23-3/4 [603] 72 [1829] 71-3/4 [1822] S11-48

T DSHCEL is the callout for a Direct-Set Half Circle with Extended Legs.
e Dimensions are rounded to the nearest 1/16" [2mm].
e Jamb Size = Rough opening size minus 1/2" [13mm] in width and minus 1/2" [13mm] in height

¢ The daylight opening of the direct-set half circle with extended legs will not align with the daylight opening of the casement, awning,
double-hung tilt or double-slider window. It will, however, align with casement or double-hung tilt picture centers.

This information is subject to change without notice. For more information contact Architectural Services at 1-800-538-8836.
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DIRECT-SET

Direct-Set Half Circles with Extended Legs (DSHCEL')

Size in Inches [mm]
Ordering Code / Rough Opening Rough Opening Jamb
Rough Opening Radius Jamb Radius Short Leg Height Short Leg Height Stacks Above
54 x 51 [1372 x 1295] 27 [686] 26-3/4 [679] 24.[610] 23-3/4 [603]
C31-18
54 x 63 [1372 x 1600] 27 [686] 26-3/4 [679] 36 [914] 35-3/4 [908] CPIC11.54
54 x 75 [1372 x 1905] 27 [686] 26-3/4 [679) 48 [1219] 47-3/4[1213] ?;11-?3
54 x 87 [1372 x 2210] 27 [686] 26-3/4 [679] 60 [1524] 59-3/4 [1518] TF;ICA 1-54
11-54
54 x 99 [1372 x 2515] 27 [686] 26-3/4 [679] 72 [1829] 71-3/4 [1822]
60 x 54 [1524 x 1372] 30 [762] 29-3/4 [756] 24 1610] 23-3/4 [603]
C21-30
60 x 66 [1524 x 1676] 30 [762] 29-3/4 [756] 36 [914] 35-3/4 [908] CPIC11-60
A11-60
60 x 78 [1524 x 1981] 30 [762] 29-3/4 [756] 48 [1219] 47-3/4[1213] A21-30
T21-30
60 x 90 [1524 x 2286] 30 [762] 29-3/4 [756] 60 [1524] 59-3/4 [1518] TPIC11-60
60 x 102 [1524 x 2591] 30 [762] 29-3/4 [756] 721829 71-3/4 [1822] $11-60
64 x 56 [1626 x 1422] 32 [813] 31-3/4 [806] 24[610] 23-3/4 [603]
64 x 68 [1626 x 1727] 32 [813] 31-3/4 [806] 36 [914] 35-3/4 [908]
64 x 80 [1626 x 2032] 32[813] 31-3/4 [806] 48 [1219] 47-3/4 [1213] %1 gg
64 x 92 [1626 x 2337] 32[813] 31-3/4 [806] 60 [1524] 59-3/4 [1518]
64 x 104 [1626 x 2642] 32 [813] 31-3/4 [806] 72 [1829] 71-3/4 [1822]
72 x 60 [1829 x 1524] 36 [914] 35-3/4 [908] 24 610] 23-3/4 [603]
C21-36 T21-36
72 x 72 [1829 x 1829] 36 [914] 35-3/4 [908] 36 [914] 35-3/4 [908] C3194 13124
72 x 84 [1829 x 2134] 36 [914] 35-3/4 [908] 48 [1219] 47-3/4[1213] CPIC11-72 TPIC11-72
A21-36 S11-72
72 x 96 [1829 x 2438] 36 [914] 35-3/4 [908] 60 [1524] 59-3/4 [1518] A31-24 C41-18

T DSHCEL is the callout for a Direct-Set Half Circle with Extended Legs.
* Jamb Size = Rough opening size minus 1/2" [13mm] in width and minus 1/2" [13mm] in height
¢ Dimensions are rounded to the nearest 1/16" [2mm].

* The daylight opening of the direct-set half circle with extended legs will not align with the daylight opening of the casement, awning,
double-hung tilt or double-slider window. It will, however, align with casement or double-hung tilt picture centers.

This information is subject to change without notice. For more information contact Architectural Services at 1-800-538-8836.
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Direct-Set Arch Tops with Extended Legs (DSATELY)

T DSATEL is the callout for a Direct-Set Arch Top with Extended Legs.
e Jamb Size = Rough opening size minus 1/2" [13mm] in width and minus 1/2" [13mm] in height

Ordering Code Size in Inches [mm]
Rough Opening Rough Opening Jamb
Short Leg Rough Opening Short Leg Short Leg
Width Height Rough Opening Radius Jamb Radius Height Height Stacks Above

24 6 24 x 9-7/32 [610 x 234] 24 [610] 23-3/4 [603] 6[152] 5-19/32 [142]

24 12 24 x 15-7/32 [610 x 387] 24 [610] 23-3/4 [603] 12 [305] 11-19/32 [294]

24 24 24 x 27-7/32 [610 x 691] 24 [610] 23-3/4 [603] 24 [610] 23-19/32 [599] C11.24

24 36 24 x 39-7/32 [610 x 996] 24 [610] 23-3/4 [603] 36 [914] 35-19/32 [904] A

24 48 24 x 51-7/32 [610 x 1301] 24 [610] 23-3/4 [603] 48 [1219] 47-19/32 [1209] CPIC11-24

24 60 24 x 63-7/32 [610 x 1606] 24 [610] 23-3/4 [603] 60 [1524] 59-19/32 [1514]

24 72 24 x 75-7/32 [610 x 1911] 24 [610] 23-3/4 [603] 72 [1829] 71-19/32 [1818]

30 6 30 x 11-1/4 [762 x 286] 24 [610] 23-3/4 [603] 6[152] 5-5/8 [143]

30 12 30 x 17-1/4 [762 x 438] 24 [610] 23-3/4 [603] 12 [305] 11-5/8 [295]

30 24 30 x 29-1/4 [762 x 743] 24 [610] 23-3/4 [603] 24 [610] 23-5/8 [600] C11-30

30 36 30 x 41-1/4 [762 x 1048] 24 [610] 23-3/4 [603] 36 [914] 35-5/8 [905] ?1111_'28

30 48 30 x 53-1/4 [762 x 1353] 24 [610] 23-3/4 [603] 48 [1219] 47-5/8 [1210] CPIC11-30

30 60 30 x 65-1/4 [762 x 1657] 24 [610] 23-3/4 [603] 60 [1524] 59-5/8 [1514]

30 72 30 x 77-1/4 [762 x 1962] 24[610] 23-3/4 [603] 72 [1829] 71-5/8 [1819]

32 6 32 x 9-3/4 [813 x 248] 36 [914] 35-3/4 [908] 6[152] 5-19/32 [142]

32 12 32 x 15-3/4 [813 x 400] 36 [914] 35-3/4 [908] 12 [305] 11-19/32 [294]

32 24 32 x 27-3/4 [813 x 705] 36 [914] 35-3/4 [908] 24[610] 23-19/32 [599]

32 36 32 x 39-3/4 [813 x 1010] 36 [914] 35-3/4 [908] 36 [914] 35-19/32 [904] %1 : §§

32 48 32 x 51-3/4 [813 x 1314] 36 [914] 35-3/4 [908] 48 [1219] 47-19/32 [1209] cricn-32

32 60 32 x 63-3/4[813 x 1619] 36 [914] 35-3/4 [908] 60 [1524] 59-19/32 [1514]

32 72 32 x 75-3/4 [813 x 1924] 36 [914] 35-3/4 [908] 72 [1829] 71-19/32 [1818]

36 6 36 x 10 13/16 [914 x 275] 36 [914] 35-3/4 [908] 6[152] 5-19/32 [142]

36 12 36 x 16 13/16 [914 x 427] 36 [914] 35-3/4 [908] 12 [305] 11-19/32 [294] C11-36

36 24 36 x 28-13/16 [914 x 732] 36 [914] 35-3/4 [908] 24 [610] 23-19/32 [599] Cﬁ?{}i o

36 36 36 x 40-13/16 [914 x 1037] 36 [914] 35-3/4 [908] 36 [914] 35-19/32 [904] @: :_-gg

36 48 36 x 52-13/16 [914 x 1341] 36 [914] 35-3/4 [908] 48 [1219] 47-19/32 [1209] TPT|%:11_11.836

36 60 36 x 64-13/16 [914 x 1646] 36 [914] 35-3/4 [908] 60 [1524] 59-19/32 [1514] S11-36

36 72 36 x 76-13/16 [914 x 1951] 36 [914] 35-3/4 [908] 72 [1829] 71-19/32 [1818]

42 6 42 x 12-3/4 [1067 x 324] 36 [914] 35-3/4 [908] 6[152] 5-5/8 [143]

42 12 42 x 18-3/4 [1067 x 476] 36 [914] 35-3/4 [908] 12 [305] 11-5/8 [295]

42 24 42 x 30-3/4 [1067 x 781] 36 [914] 35-3/4 [908] 24 [610] 23-5/8 [600] CPIC11-42

42 36 42 x 42-3/4 [1067 x 1086] 36 [914] 35-3/4 [908] 36 [914] 35-5/8 [905] '?11 11 _'2‘5

42 48 42 x 54-3/4 [1067 x 1391] 36 [914] 35-3/4 [908] 48 [1219] 47-5/8 [1210] TPS'1C 11_1{242

42 60 42 x 66-3/4 [1067 x 1695] 36 [914] 35-3/4 [908] 60 [1524] 59-5/8 [1514] ;gu

42 72 42 x 78-3/4 [1067 x 2000] 36 [914] 35-3/4 [908] 72 [1829] 71-5/8 [1819] 3
o
m

¢ Dimensions are rounded to the nearest 1/16" [2mm)].

e The daylight opening of the direct-set arch top with extended legs will not align with the daylight opening of the casement, awning, double-
hung tilt or double-slider window. It will, however, align with casement or double-hung tilt picture centers.
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Direct-Set Arch Tops with Extended Legs (DSATELY)

Ordering Code Size in Inches [mm]
Rough Opening Rough Opening Jamb
Short Leg Rough Opening Short Leg Short Leg
Width Height Rough Opening Radius Jamb Radius Height Height Stacks Above
48 6 48 x 12-7/16 [1219 x 316] 48 [1219] 47-3/4 [1213] 6 [152] 5-19/32 [142]
48 12 48 x 18-7/16 [1219 x 468] 48 [1219] 47-3/4 [1213] 12 [305] 11-19/32 [294] 2124
48 24 48 x 30-7/16 [1219 x 773] 48 [1219] 47-3/4[1213] 24 [610] 23-19/32 [599] C?fﬂ_lf
48 36 48 x 42-7/16 [1219 x 1078] 48 [1219] 47-3/4 [1213] 36 [914] 35-19/32 [904] /;«511_—52
48 48 48 x 54-7/16 [1219 x 1383] 48 [1219] 47-3/4 [1213] 48 [1219] 47-19/32 [1209] TPIC11-48
48 60 48 x 66-7/16 [1219 x 1688] 48 [1219] 47-3/4 [1213] 60 [1524] 59-19/32 [1514] S8
48 72 48 x 78-7/16 [1219 x 1992] 48 [1219] 47-3/4 [1213] 72 [1829] 71-19/32 [1818]
54 6 54 x 14-5/16 [1372 x 364] 48 [1219] 47-3/4[1213] 6[152] 5-5/8 [143]
54 12 54 x 20-5/16 [1372 x 516] 48 [1219] 47-3/4 [1213] 12 [305] 11-5/8 [295]
54 24 54 x 32-5/16 [1372 x 821] 48 [1219] 47-3/4[1213] 24 [610] 23-5/8 [600] cﬁ3c11_11 _854
54 36 54 x 44-5/16 [1372 x 1126] 48 [1219] 47-3/4[1213] 36 [914] 35-5/8 [905] ?;1115 g
54 48 54 x 56-5/16 [1372 x 1430] 48 [1219] 47-3/4 [1213] 48 [1219] 47-5/8 [1210] e
54 60 54 x 68-5/16 [1372 x 1735] 48 [1219] 47-3/4[1213] 60 [1524] 59-5/8 [1514]
54 72 54 x 80-5/16 [1372 x 2040] 48 [1219] 47-3/4[1213] 72 [1829] 71-5/8 [1819]
60 6 60 x 14-1/32 [1524 x 356] 60 [1524] 59-3/4 [1518] 6 [152] 5-19/32 [142]
60 12 60 x 20-1/32 [1524 x 509] 60 [1524] 59-3/4 [1518] 12 [305] 11-19/32 [294] ©21.30
60 24 60 x 32-1/32 [1524 x 814] 60 [1524] 59-3/4 [1518] 24.[610] 23-19/32 [599] C§1C11_16-é>0
60 36 60 x 44-1/32 [1524 x 1118] 60 [1524] 59-3/4 [1518] 36 [914] 35-19/32 [904] A21-30
60 48 60 x 56-1/32 [1524 x 1423] 60 [1524] 59-3/4 [1518] 48 [1219] 47-19/32 [1209] TI':I’-I%Z11-$ -%o
60 60 60 x 68-1/32 [1524 x 1728] 60 [1524] 59-3/4 [1518] 60 [1524] 59-19/32 [1514] 31160
60 72 60 x 80-1/32 [1524 x 2033] 60 [1524] 59-3/4 [1518] 72 [1829] 71-19/32 [1818]
64 6 64 x 15-1/4 [1626 x 387] 60 [1524] 59-3/4 [1518] 6[152] 5-5/8 [143]
64 12 64 x 21-1/4 [1626 x 540] 60 [1524] 59-3/4 [1518] 12 [305] 11-5/8 [295]
64 24 64 x 33-1/4 [1626 x 845] 60 [1524] 59-3/4 [1518] 24 [610] 23-5/8 [600]
64 36 64 x 45-1/4 [1626 x 1149] 60 [1524] 59-3/4 [1518] 36 [914] 35-5/8 [905] %}g
64 48 64 x 57-1/4 [1626 x 1454] 60 [1524] 59-3/4 [1518] 48 [1219] 47-5/8 [1210]
64 60 64 x 69-1/4 [1626 x 1759] 60 [1524] 59-3/4 [1518] 60 [1524] 59-5/8 [1514]
64 72 64 x 81-1/4 [1626 x 2064] 60 [1524] 59-3/4 [1518] 72 [1829] 71-5/8 [1819]
72 6 72 x 15-21/32 [1829 x 398] 72 [1829] 71-3/4 [1822] 6[152] 5-19/32 [142]
72 12 72 x 21-21/32 [1829 x 550] 72 [1829] 71-3/4 [1822] 12 [305] 11-19/32 [294] 851:22
72 24 72 x 33-21/32 [1829 x 855] 72 [1829] 71-3/4 [1822] 24 [610] 23-19/32 [599] CTS_;’ZZ
72 36 72 x 45-21/32 [1829 x 1160] 72 [1829] 71-3/4 [1822] 36 [914] 35-19/32 [904] ’?311_'52
72 48 72 x 57-21/32 [1829 x 1464] 72 [1829] 71-3/4 [1822] 48[1219] 47-19/32 [1209] TPT|?:11_12.472
72 60 72 x 69-21/32 [1829 x 1769] 72 [1829] 71-3/4 [1822] 60 [1524] 59-19/32 [1514] glﬂ%
72 72 72 x 81-21/32 [1829 x 2074] 72 [1829] 71-3/4 [1822] 72 [1829] 71-19/32 [1818]

DIRECT-SET

T DSATEL is the callout for a Direct-Set Arch Top with Extended Legs.
e Jamb Size = Rough opening size minus 1/2" [13mm] in width and minus 1/2" [13mm] in height
¢ Dimensions are rounded to the nearest 1/16" [2mm].

e The daylight opening of the direct-set arch top with extended legs will not align with the daylight opening of the casement, awning, double-
hung tilt or double-slider window. It will, however, align with casement or double-hung tilt picture centers.
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Direct-Set Geometric Windows
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* Window styles shown are "Left" options as viewed from the exterior. Left or right option must be specified when ordering.
e Certain minimum/maximum size limitations may apply for direct-set windows. Contact Weather Shield for additional information.

Direct-Set Circle Top Windows
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* Window styles shown are "Left" options as viewed from the exterior. Left or right option must be specified when ordering.
e Certain minimum/maximum size limitations may apply for direct-set windows. Contact Weather Shield for additional information.
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This information is subject to change without notice. For more information contact Architectural Services at 1-800-538-8836.
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